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Lift capacity tables

All table values are given in kg in 
a horizontal position on a solid 
surface and without bucket.

803 / 803 dualpower

A MAX 2.5 m 2.0 m 1.5 m 1.0 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear 
extended Blade up Blade down Telescopic travel gear 

extended Blade up Blade down Telescopic travel gear 
extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

2.4 m 216 216* 216 216* 216 216* – – – – – – – – – – – – – – – – – – – – – – – –

2.0 m 205 205* 205 205* 167 167 256 256 – – 335 335* 318 318* 203 203* 318 318* – – – – – – – – – – – –

1.5 m 163 163 191 191* 126 126 244 244 – – 337 337 319 319 189 189* 439 439 438 438 – – 567 567* – – – – – –

1.0 m 142 142 177 177* 109 109 232 232 185 185* 324 324 296 296 217 217* 416 416 400 400 247 247* 569 569 600 600 – – 883 883

0.5 m 135 135 166 166* 103 103 – – 184 184* – – 293 293 247 247* 412 412 397 397 366 366* 566 566 606 606 – – 889 889

0 m 137 137 155 155* 104 104 – – 171 171* – – – – 247 247* – – 406 406 379 379* 575 575* 619 619 678 678* 851 851*

– 0.5 m 146 146* 146 146* 115 115 – – – – – – 293 293 215 215* 412 412 397 397 325 325* 566 566 606 606 561 561* 889 889

– 1.0 m 138 138* 138 138* 138 138* – – – – – – – – 149 149* – – 406 406 343 343* 575 575* 619 619 418 418* 851 851*

EZ17e

A MAX 3.0 m 2.5 m 2.0 m 1.5 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear 
extended Blade up Blade down Telescopic travel gear 

extended Blade up Blade down Telescopic travel gear 
extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

2.5 m 280 320 422 462 264 302 – – – – – – 325 329 365 457 306 310 – – – – – – – – – – – –

2.0 m 222 245 419 455 209 231 240 240 411 411 226 226 326 329 352 420 308 310 – – – – – – – – – – – –

1.0 m 179 194 394 423 168 182 231 232 458 478 218 218 309 310 534 575 291 291 438 443 668 761 410 414 – – – – – –

0.0 m 175 190 369 392 165 179 219 221 479 483 206 2018 287 289 636 637 269 271 401 403 891 904 373 376 – – – – – –

– 1.0 m 211 235 354 373 198 221 217 217 374 374 204 208 282 287 496 524 264 269 396 402 685 725 368 375 643 655 1,005 1,088 591 602

– 1.5 m 267 312 354 374 251 293 – – – – – – 287 287 401 401 269 269 402 411 524 579 375 383 654 667 788 878 602 614

ET17

A MAX 3.0 m 2.5 m 2.0 m 1.5 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear 
extended Blade up Blade down Telescopic travel gear 

extended Blade up Blade down Telescopic travel gear 
extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

2.5 m 238 299 434 474* 264 326 – – – – – – 277 307 375 469* 306 334 – – – – – – – – – – – –

2.0 m 186 228 431 468* 209 251 202 222 423 423* 226 245 279 307 362 431* 308 334 – – – – – – – – – – – –

1.0 m 148 179 405 435* 168 199 194 215 471 491* 218 238 262 288 549 591* 287 291 374 413 686 781* 410 447 – – – – – –

0.0 m 144 175 380 404* 165 196 182 204 493 497* 206 227 240 268 653 655* 269 296 336 374 916 929* 373 408 – – – – – –

– 1.0 m 174 217 364 384* 198 241 179 200 385 385* 204 223 234 265 511 540* 264 293 331 373 705 745* 368 408 543 609 1,034 1,119* 591 653

– 1.5 m 223 289 365 386* 251 318 – – – – – – 240 265 413 413* 269 293 338 381 540 596* 375 416 554 621 811 903* 602 664

ET16

A MAX 3.0 m 2.0 m 1.0 m

B
C D C D                C D C D

Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear extended Blade up Blade down Telescopic travel gear 
extended Blade up Blade down Telescopic travel gear 

extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

1.5 m 163 222 336 365 158 293 181 225 344 366 175 297 315 397 315 397 315 397 – – – – – –

1.0 m 150 205 325 350 146 272 177 222 360 372 171 293 332 406 500 561 309 531 – – – – – –

0.5 m 145 199 314 337 141 265 171 217 370 373 166 289 311 385 635 658 292 513 – – – – – –

0.0 m 147 203 304 325 143 271 167 214 353 360 162 286 298 373 652 657 280 500 – – – – – –

– 0.5 m 157 219 296 315 153 292 165 209 323 323 160 281 292 370 588 608 275 497 975 1,226 1,480 1,708 801 1,708

– 1.0 m 181 256 291 309 175 309 – – – – – – 292 372 492 522 275 493 984 1,231 1,336 1,504 809 1,504

– 1.5 m 240 313 294 313 228 313 – – – – – – 299 373 344 397 281 397 – – – – – –
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Lift capacity tables

ET18

A MAX 3.0 m 2.5 m 2.0 m 1.5 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

2.5 m 196 313 341 382* 232 382 – – – – 253 336* 253 344 304 366* 297 366* – – – – – – – – – – – –

2.0 m 163 258 346 385* 195 377 183 256 335 383* 218 383* 249 341 318 379* 293 379* – – – – – – – – – – – –

1.0 m 135 217 365 405* 165 394 171 247 392 430* 206 374 226 320 448 507* 270 483 312 435 567 673* 370 663 – – – – – –

0.0 m 135 465 393 434* 166 344 159 237 454 466* 194 365 204 302 573 594* 248 465 275 406 793 816* 333 636 408 611 1,271 1,271* 494 993

– 1.0 m 169 286 426 464* 206 466* – – – – – – 201 303 541 472* 245 470 272 408 740 671* 330 641 413 621 1,089 1,089* 498 956*

– 1.5 m 227 451 440 460* 274 460* – – – – – – – – – – – – 281 422 586 475* 339 475* 425 637* 851 851* 511 607*

ET20

A MAX 3.5 m 3.0 m 2.5 m 2.0 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

2.5 m 216 322 341 382* 213 355 – – – – – – 253 317 325 385* 260 358 355 356* 356 356* 310 356* – – – – – –

2.0 m 187 275 345 383* 189 304 – – – – 196 196 250 316 338 378* 255 356 341 384* 341 394* 341 394* – – – – 467 467*

1.0 m 162 237 360 397* 170 263 180 240 375 399* 187 266 232 301 420 445* 237 341 308 389 502 548* 308 442 429 533 675 754* 419 608

0.0 m 165 241 382 420* 178 267 172 225 400 400* 180 251 216 287 336 501* 223 328 281 366 475 643* 286 420 388 496 872 889* 387 574

– 1.0 m 207 299 407 443* 231 332 – – – – – – 215 276 437 451* 308 320 277 364 586 578* 286 421 387 497 794 808* 390 578

– 1.5 m 271 391 416 442* 317 435 – – – – – – – – – – – – 286 359 443 492* 401 418 397 508 648 679* 403 574

ET24

A MAX 3.5 m 3.0 m 2.5 m 2.0 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

2.5 m 275 356 499 552* 255 440 – – – – – – 321 364 533 547* 319 453 444 500 513 513* 428 535* – – – – – –

2.0 m 238 306 507 557* 230 383 – – – – 261 350 308 362 536 552* 312 447 426 490 541 569* 415 588 – – – – 583 713*

1.0 m 208 267 532 580* 210 341 224 271 572 584* 231 344 293 344 627 657* 291 429 374 454 794 794* 378 558 561 643 980 1,088* 516 775

0.0 m 213 276 566 615* 224 368 219 255 574 574* 224 332 276 329 714 730* 276 417 365 428 910 932* 355 535 516 600 1,272 1,285* 485 736

– 1.0 m 267 358 605 649* 300 518 – – – – – – 277 320 618 618* 369 406 361 429 815 855* 358 544 516 605 1,098 1,147* 491 748

– 1.5 m 351 504 618 646* 434 618 – – – – – – – – – – – – 371 427 664 664* 484 531 526 621 819 943* 485* 754

ET26

A MAX 3.5 m 3.0 m 2.5 m 2.0 m

B
C D C D                C D C D C D

Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended Blade up Blade down Telescopic travel 

 gear extended Blade up Blade down Telescopic travel 
 gear extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

3.0 m 356 497 470 521* 318 454 – – – – – – 430 505* 430 505* 402 495* – – – – – – – – – – – –

2.0 m 265 376 459 502* 236 345 335 431 462 508* 299 394 441 549* 486 549* 390 504* 597 628* 603 628* 528 628* – – – – – –

1.0 m 237 344 466 507* 210 315 314 411 541 573* 279 376 402 517 641* 690* 356 469 530 681 832 912* 464 611 – – – – – –

0 m 243 363 478 517* 215 331 297 399 587 597* 262 363 373 496 736* 750* 328 449 491 648 977 992* 427 581 702 927 1,366 1,436* 599 815

– 1.0 m 299 417 482 512* 264 428 – – – – – – 370 502 579* 664* 324 455 488 656 783 875* 425 588 821 944 1,044 1,199* 606 830



C

B

A

kg

5352

Lift capacity tables

Meaning of abbreviations in tables
A: 	 Outreach from middle of rotating assembly
B: 	 Height of load hook
MAX:	� Permissible load with extended shovel arm
C: 	� Dozer blade up or down, in travel direction
D: 	� Dozer blade up, superstructure 90 degrees to travel direction

* Lift capacity limited by hydraulics

Actual lift capacity depends on the outfitting of the machine.  
You can find these in the respective operator's manual.

ET35

A MAX 4.0 m 3.0 m 2.0 m

B
C

D
C

D
               C

D
C

D
Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

4.0 m 642 738* 642 738* 642 738* – – – – – – 555 698* 555 698* 555 698* – – – – – –

3.0 m 514 673 653 738* 556 716* 549 636 650 650* 594 650* 537 654* 537 654* 537 654* – – – – – –

2.0 m 433 569 677 761* 469 623 539 740* 689 758* 583 707 724 829* 724 829* 724 829* 1,065 1,106* 1,065 1,106* 1,065 1,106*

1.0 m 404 536 710 794* 438 588 516 831* 798 851* 560 687 786 936 809 1,108* 859 1,034 1,411 1,695 1,797 2,022* 1,582 1,900

0 m 411 553 748 835* 446 607 496 892* 891 920* 540 672 741 901 767 1,292* 813 999 1,347 1,635 2,206 2,156* 1,515 1,858

– 1.0 m 462 641 790 877* 503 704 490 843* 881 881* 534 627 726 895 753 1,276* 797 992 1,341 1,644 2,042 2,028* 1,508 1,866

– 2.0 m 626 853* 816 886* 683 853* – – – – – – 740 896 771 982* 811 982* 1,371 1,585* 1,510 1,585* 1,510 1,585*

EZ36

A MAX 4.0 m 3.0 m 2.0 m

B
C

D
C

D
               C

D
C

D
Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

4.0 m 641 710* 651 710* 633 710* – – – – – – 646 679* 646 679* 646 679* – – – – – –

3.0 m 451 627 660 713* 444 621 531 604* 604 614* 524 604* 619 621* 619 621* 619 621* – – – – – –

2.0 m 380 533 684 736* 373 527 518 657 681 748* 510 650 728 858* 728 858* 728 858* 1,171 1,321* 1,171 1,321* 1,171 1,321*

1.0 m 353 503 716 769* 347 497 491 633 818 869* 483 627 752 949 1,097 1,203* 743 942 1,376 1,729 2,260 2,296* 1,365 1,724

0 m 358 518 755 810* 352 512 467 615 933 952* 460 609 703 912 1,361 1,392* 693 905 1,304 1,697 2,496 2,600* 1,292 1,691

– 1.0 m 402 596 798 849* 395 589 459 614 925 893* 451 608 687 907 1,384 1,363* 677 899 1,308 1,709 2,289 2,412* 1,296 1,704

– 2.0 m 539 849* 827 849* 530 849* – – – – – – 702 932 1,032 1,096* 692 925 1,342 1,713 1,661 1,889* 1,330 1,708

ET42

A MAX 4.0 m 3.0 m 2.0 m 1.0 m

B
C

D
C

D
               C

D
C

D
C D

Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Telescopic travel 
gear extended

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

4.0 m 889 973* 889 973* 834 973* – – – – – – 920 920* 920 920* 920 920* – – – – – – – – – – – –

3.0 m 662 848 864 930* 609 784 763 895 836 917* 702 828 – – – – – – – – – – – – – – – – – –

2.0 m 577 724 873 935* 523 670 746 880 910 971* 685 813 1,054 1,155* 1,054 1,155* 1,054 1,155* 1,736 1,736* 1,736 1,736* 1,736 1,736* – – – – – –

1.0 m 536 685 896 957* 493 633 717 853 1,046 1,091* 656 786 1,117 1,292 1,427 1,508* 992 1,177 – – – – – – – – – – – –

0 m 548 705 927 987* 504 651 692 832 1,145 1,165* 633 766 1,047 1,246 1,663 1,696* 942 1,133 2,035 2,372 3,025 3,065* 1,736 2,032 – – – – – –

- 1,0 m 631 806 987 1,013* 568 743 685 831 1,067 1,102* 626 765 1,031 1,237 1,620 1,643* 942 1,125 2,005 2,385 2,666 2,788* 1,723 2,098 7,214 8,786* 7,214 8,786* 7,214 8,786*

- 2,0 m 840 980* 952 980* 764 980* – – – – – – 1,051 1,243 1,151 1,288* 946 1,151* 2,049 2,104* 2,104 2,104* 1,762 2,104* 6,050 6,050* 6,050 6,050* 6,050 6,050*

EZ50

A MAX 5.0 m 4.0 m 3.0 m 2.0 m

B
C

D
C

D
               C

D
C

D
C

D
Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

4.0 m 852 1,058* 980 1,058* 778 1,037 – – – – – – 891 959* 959 959* 813 959* – – – – – – – – – – – –

3.0 m 653 856 960 1,024* 599 780 – – – – – – 885 1,008* 931 1,008* 808 971 – – – – – – – – – – – –

2.0 m 572 748 971 1,031* 525 682 602 741 976 976* 553 675 856 1,046 1,084 1,149* 780 947 1,347 1,492* 1,359 1,492* 1,203 1,450 – – – – – –

1.0 m 544 715 996 1,055* 500 651 587 728 1,039 1,068* 538 663 819 1,005 1,293 1,341* 745 908 1,252 1,539 1,930 2,029* 1,114 1,366 – – – – – –

0 m 558 737 1,028 1,086* 512 670 – – 1,065 1,065* – – 789 979 1,431 1,450* 716 883 1,203 1,488 2,197 2,218* 1,074 1,318 – – – – – –

- 1,0 m 678 837 1,111 1,111* 619 759 – – – – – – 780 975 1,372 1,400* 707 879 1,194 1,486 2,063 2,116* 1,059 1,316 2,452 3,058 3,475 3,747* 2,046 2,568

- 2,0 m 935 1,074* 1,074 1,074* 845 1,031 – – – – – – – – – – – – 1,216 1,515 1,520 1,669* 1,080 1,344 2,425 2,775* 2,425 2,775* 2,092 2,583

ET58

A MAX 5.0 m 4.0 m 3.0 m 2.0 m

B
C

D
C

D
               C

D
C

D
C

D
Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down

from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to from up to

4.0 m 1,042 1,180* 1,220 1,200* 923 1,016 – – – – – – 1,168 1,168* 1,168 1,168* 1,034 1,168* – – – – – – – – – – – –

3.0 m 831 1,036 1,204 1,304* 738 927 – – – – – – 1,161 1,295* 1,177 1,295* 1,027 1,170 – – – – – – – – – – – –

2.0 m 741 918 1,216 1,311* 658 822 797 909 1,228 1,228* 707 813 1,126 1,279* 1,361 1,463* 993 1,138 1,661 1,850* 1,661 1,850* 1,524 1,742 – – – – – –

1.0 m 711 881* 1,241 1,335* 630 788 779 901 1,306 1,355 690 806 1,081 1,238 1,600 1,678* 950 1,099 1,659 1,891 2,270 2,413* 1,430 1,648 – – – – – –

0 m 729 908 1,273 1,365* 645 811 765 877 1,341 1,341* 676 782 1,047 1,210 1,762 1,800* 917 1,072 1,594 1,835 2,598 2,645* 1,368 1,597 – – – – – –

- 1,0 m 808 1,021* 1,302 1,386* 714 909 – – – – – – 1,034 1,203 1,716 1,743* 904 1,066 1,576 1,828 2,504 2,551* 1,351 1,590 3,208 3,729 4,032 4,306 2,588 3,076

- 2,0 m 1,024 1,345 1,296 1,348* 898 936 – – – – – – 1,051 1,202 1,368 1,368* 921 1,063 1,595 1,855 1,957 2,126* 1,369 1,616 3,009 3,393* 3,009 3,393* 2,633 3,077
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Technical data
M
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EZ17e 803 803 ET16 EZ17 ET18 ET20 ET24 EZ26 ET35 EZ36 ET42 EZ50 ET58

dualpower

GENERAL UNIT

Shipping weight* kg 1,681 930 – 992 955 – 1,015 1,402 – 1,602 1,595 – 1,822 1,582 – 2,060 1,862 – 2,182 2,057 – 2,401 2,469 – 3,161 3,365 – 4,276 3,530 – 4,446  3,817–4,609 4,617–5,454 4,817–5,630

Operating weight kg 1,797 – 2,152 1,029 – 1,089 1,052 – 1,112 1,529 – 1,720 1,724 – 1,950 1,725 – 2,203 2,005 – 2,324 2,200 – 2,544 2,571 – 3,262 3,555 – 4,466 3,720 – 4,636  4,032–4,824 4,847–5,685 5,052–5,890

Max. ripping force** kN according to ISO 6015 9.1 4.5 4.5 7.9 9.1 11.2 12.5 15 15.3 21.1 21.1 20.8 23.6 28

Max. break out force kN according to ISO 6015 20.5 8.9 8.9 15.3 18.7 18.8 18.8 21.8 22.5 35 35 43.3*** 36.8*** 46***

DRIVE UNIT

Manufacturer – DANA Yanmar

Drive either with 
installed diesel engine 

(compare 803) or 
electric motor in 
HPU8 power unit

Yanmar Yanmar Yanmar Yanmar Yanmar Yanmar Yanmar Yanmar Perkins diesel 
engine

Perkins diesel 
engine

Perkins diesel 
engine

Model – SRI150-21T48 3TNV70 3TNV76 3TNV76 3TNV76 3TNV76 3TNV76 3TNV76 3TNV88F-EPWN 3TNV88F-EPWN 403J-E17T 403J-E17T 403J-E17T

Design system – Electric motor
Liquid-cooled,  

3-cylinder  
diesel engine

Liquid-cooled,  
3-cylinder  

diesel engine
Liquid-cooled, 3-cylinder diesel engine 3-cylinder Yanmar diesel engine Liquid-cooled,  

3-cylinder turbo engine

Displacement cm³ – 854 1,116 1,116 1,116 1,116 1,116 1,116 1,642 1,642 1,662 1,662 1,662

Drive output according to ISO kW/hp 16.5 9.9 /13.3 13.8 /18.5 13.8 /18.5 13.8 /18.5 13.8 /18.5 13.8 /18.5 15.8 /21.5 18.2 /24.4 18.2 /24.4 36 /48.2 36 /48.2 36 /48.2

Fuel tank volume l – 7 24 22 24 24 24 36 44 44 80 80 80

Emission standard stage – – Stage V Stage V Stage V

HYDRAULICS UNIT

Hydraulic system / pumps –

Load-sensing hydraulic 
system/  

1 variable displacement 
pump

Summation regulation/ 
2 gear pumps

LUDV with  
gear pump

Load-sensing 
hydraulics system  

/ 1 variable 
displacement pump:

Summation regulation/ 
2 variable displacement pumps, 2 gear pumps

Double variable  
pump,  

gear pump

2 axial piston pumps/  
2 gear pumps

Load Sensing Flow Sharing/ 
1 axial piston pump

Max. flow rate l/min 39.6 10.7 + 10.7 10.7 + 10.7 34.5 39.6 23.8 + 23.8 
+ 19.1 + 6.5

23.8 + 23.8 
+ 19.1 + 6.5

26.1+ 26.1 
+ 19.4 + 6.4

30.5 + 30.5 
+ 20.2 + 7.2

42.5 + 42.5 
23.8 + 11.3

42.5 + 42.5 
23.8 + 11.3 90 126 132.3

Operating pressure for work 
and travel hydraulics bar 240 170 170 200 240 200 200 240 225 240 240 245 245 265

Operating pressure for swing 
gear bar 160 70 70 130 150 125 150 150 206 195 195 206 209 209

Auxiliary hydraulics,  
max. discharge volume l/min 5 22 22 34  36.1 41.5 41.5 43 52.2 66.1 66.1 74 73 75

TRAVEL GEAR UNIT

Ground clearance mm – 132 132 180 156 210 170 295 277 251 251 300 330 330

Max. travel speed km/h 4.8 1.8 1.8 4.1 4.8 5.3 4.1 4 3.8 2.7 / 4.7 2.7 / 4.7 4.8 4.8 4.4

Ground pressure of basic 
machine kg/cm² – 0.25 0.25 0.26 0.28 0.30 0.28 0.29 0.27 0.36 – 0.46 0.36 – 0.46 0.3–0.38 0.27–0.31 0.28–0.34

NOISE EMISSIONS UNIT

Sound power level (LWA) dBA acc. to 
2000/14/EC 84 93 93 93 93 93 93 93 93 94 94 97 97 97

Sound pressure level (LPA) dBA acc. to ISO 6394 70 77 77 79 79 75.8 75.8 75.8 79 78 78 79 79 79

* Basic machine + 10% fuel tank capacity    ** Short dipper stick    *** dipper stick blade (ISO 6015), bolted on + HighPower backhoe 

All information relates to the base machine. Subject to changes. 

* Running time varies depending on the type of application

MODEL LENGTH WIDTH HEIGHT WEIGHT ENGINE OUTPUT VOLTAGE CURRENT 
CONSUMPTION HYDRAULIC PUMP DELIVERY RATE OPERATING PRESSURE HYDRAULIC OIL TANK CAPACITY HYDRAULIC HOSE LENGTH

HPU8 930 mm 720 mm 1,000 mm 192 kg 
including hydraulic oil 3-phase electric motor 7.5 kW 400 V 16 A 20 l/min 210 bar 9.6 l 12 mH
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The Wacker Neuson product range includes over 300 different product series with different 
versions. The product data may vary accordingly with the selection of different options. Not 
all Wacker Neuson products listed or shown here are however available or allowed in all 
countries. The Wacker Neuson products shown are examples and as such are subject to 
changes. We are happy to make you a specific offer upon request!

Reproduction only with the written approval of Wacker Neuson.

© Wacker Neuson SE
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Battery voltage V 48

Nominal capacity/power kWh 23.4

Charging time 110 V/230 V/400 V h 15/7.5/4

Running time h 7.5*

Engine kW 16.5 kW
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Your everyday work day is full of challenges. We have the right 
solutions and help you to stay ahead of the competition. We offer you 
everything you need for this purpose: Wacker Neuson—all it takes!

Services Spare parts

www.wackerneuson.com

Financial 
solutions 
Uncomplicated, 
transparent and 
individual financing 
options for you.

Repair & 
maintenance  
Excellent and fast 
maintenance. 
Repairs with 
original spare 
parts. 

Academy
We expand 
your know-how: 
practice-oriented 
and within an 
ideal learning 
environment. 

EquipCare
Everything about 
the machines 
at a glance, via 
app or PC – 
EquipCare. 

Rental
Protect your 
liquidity and rent 
top-maintained 
construction 
equipment as 
needed. 

Concrete 
specialists  
Our specialists 
advise you in all 
project stages. 

E-Store
Buy original spare 
parts online 
conveniently – for 
all Wacker Neuson 
product groups.

Every minute counts: 
Within the shortest 
period of time, we deliver 
over 150,000 genuine 
Wacker Neuson spare parts 
to your construction site.

Products

Pumps

Lighting

Concrete technology Compaction Demolition technology

TelehandlersWheel loaders

Generators

Excavators

Used equipment

Dumpers

Facebook  
wackerneuson

Instagram  
@wackerneuson

Youtube  
Wacker Neuson

LinkedIn  
Wacker Neuson Group


